
Wandbefestigung von

Edelstahl Wandhaltern 

mit Zierschraube 

für Platten und Schilder

Lieferumfang

· 4 Wandhalter mit 
 Zierschraube
 (ein Wandhalter besteht 
 aus 4 Teilen:
 1 Zierschraube,
 1 Wandhalter,
 2 Kunststoffringe)
· 4 Schrauben
· 4 Dübel
· 1 Inbusschlüssel

1

2

3

4

5
 D

EE
N

14
02

10

Befestigung

Schild mit Wasserwaage 
an gewünschter Stelle 
ausrichten, Bohrlöcher 
markieren, anschließend 
bohren und Dübel setzen

Madenschraube des Wand-
halters mit dem Inbus-
schlüssel lösen und die 
Zierschraube abschrauben

Wandhalter mit einer 
Schraube an der Wand 
montieren (Maden-
schraube sollte nach oben 
zeigen)

Platte zwischen die beiden 
Kunststoffringe aufsetzen 
und Zierschraube durch 
die Bohrung der Platte 
schrauben

Madenschraube wieder 
einsetzen und festziehen
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Wall mounted stainless steel 

standoffs for signboards and 

panels

Scope of delivery

· 4 Standoffs 
 (each standoff consists 
 of 4 parts: 
 1 Cap 
 1 Spacer 
 2 Plastic washers)
· 4 Screws
· 4 Wall anchors
· 1 Allen key
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Mounting

Adjust the signboard 
into place using a level, 
mark the positions of the 
boreholes, drill them and 
insert the wall anchors

Loosen the side fixing 
screw of the spacer to 
unlock the head using the 
Allen key 

Mount the spacer to the 
wall using a screw (side 
fixing screw should face 
upward direction)

Put the signboard 
between the plastic 
washers and screw the cap 
through the bored holes 
in the signboard

Lock the cap into the 
spacer by inserting and 
tightening the side fixing 
screw


